
FOLLOW SPOT FS300MFOLLOW SPOT FS300M

产品参数产品参数

OPTICSOPTICS
Source: Philips Platinum 15R, 320W  Source: Philips Platinum 15R, 320W  
CT: 8000K CT: 8000K 
Life: 2000HLife: 2000H

MOVEMENT MOVEMENT 
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Manual pan and tilt movement with fully adjustable clutch system  Manual pan and tilt movement with fully adjustable clutch system  

COLORSCOLORS
Color filters: 4 interchangeable color filtersColor filters: 4 interchangeable color filters
CTO: ManualCTO: Manual

FEATURESFEATURES
Focus: manualFocus: manual
Iris: manualIris: manual
Shutter: manualShutter: manual
Dimming: 0% to 100%linear, manualDimming: 0% to 100%linear, manual
Frost: 0-100%, manualFrost: 0-100%, manual
Zoom: 5° - 10°, manualZoom: 5° - 10°, manual
Projection distance of 15-50Projection distance of 15-50
In die-cast and extruded aluminum with elegant outlook and uniform fieldIn die-cast and extruded aluminum with elegant outlook and uniform field
High resistance to heat and mechanical stressHigh resistance to heat and mechanical stress

POWERPOWER
AC100-240V, 50/60HZAC100-240V, 50/60HZ

DIMENSIONS AND WEIGHTDIMENSIONS AND WEIGHT
Packing Dimension: 102 x 45 x 55 cmPacking Dimension: 102 x 45 x 55 cm
Net weight: 23kgsNet weight: 23kgs
Gross weight: 82.5kgs (flight case)Gross weight: 82.5kgs (flight case)
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